
(*)

S5N

ПРИЛОЖЕНИЯ

• Производственные и упаковочные 
машины

• Конвейерные линии, обработка 
документов

• Интралогистика
• Автоматизация склада

• Доступны все основные оптические функции.
• Повышенная устойчивость к электромагнитным помехам.
• Повышенная устойчивость к рассеянному свету.
• Плоский корпус из пластика M18 с универсальной 

установкой.
• Есть модели с металлическим корпусом M18.
• Аксиальная или радиальная оптика, кабель или коннектор.
• Стандартный 4-проводной выход NO-NC NPN или PNP.

«Один для всех» 
интеллектуальные 
фотоэлектрические трубчатые 
датчики M18

S50/S51

Сквозной луч 0 - 20 м

Рефлекторный (с рефлектором R2) 0,1 - 4 м

Поляризованный рефлекторный 0,1 - 1,3 м

Диффузное отражение
среднее расстояние 0 - 400 мм

большое расстояние 0 - 700 мм

Электропитание
VDC 10 - 30 В
VAC

VAC/DC

Выход

PNP •

NPN •

NPN/PNP

реле

другое

Подключение
кабель •

коннектор •

пигтейл

Приблизительные размеры (мм) M18x 55/68

Материал корпуса ПБТ, никелированная латунь

Механическая защита IP67

(*)Аксиальные модели.
  ATEX II 3DG



This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Mx SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Mx…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the N.O. (normally open) output 
status is closed. 
STABILITY LED (S50-Mx…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Mx…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Mx…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a ∅ 18 mm hole, using the two CH.24 nuts enclosed (22 Nm maximum 
tightening torque). 
Wide range of accessories available: various orientable fixing brackets 
ease the sensor positioning (please refer to the accessories listed in the 
general catalogue). 
The operating distance is measured from the front surface of the sensor 
lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 

In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TECHNICAL DATA 
S50-MA AXIAL VERSION S50-MR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: N.O. and N.C.; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1 kHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Dielectric strength: 500 Vac / 1 min. between electronic parts and housing 
Insulation resistance: >20 MΩ / 500 Vdc, between electronic parts and housing 
Operating distance (typical values): A00: 0.1…4 m on R2 

B01: 0.1…3.5 m on R2 
C01: 0…60 cm 
C10: 0…10 cm 
C21: 0…35 cm 

D00: 0.5…10 cm 
F01/G00: 0…25 m 

E01: 30 mm with OF-42 / 100 mm with OF-43 
T01: 0.1…1 m on R2 

B01: 0.1…2 m on R2 
C01: 0…35 cm 
C10: 0…8 cm 
D00: 0…8 cm 

F01/G00: 0…20 m 
T01: 0.1…1 m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) 
infrared (880 nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: Nickel-plated brass  
Lens material: PMMA 
Mechanical protection: IP67 Type 1 enclosure 
Connections: 2 m cable ∅ 4 mm / M12 - 4 pole connector 
Weight: 110 g. max. cable vers. / 60 g. max. connector vers.  

SETTING
Setting of S50-Mx…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Mx…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to detect very small 
targets. In order to improve alignment, repeat the procedure detailed 
above whilst progressively reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise 
until the yellow LED turns ON (pos.A). 
Turn slowly the trimmer again clockwise until the yellow 
LED turns OFF (Operating condition, pos.B).
Setting of S50-Mx…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Mx…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). Remove the target, 
the yellow LED turns OFF. Turn the sensitivity trimmer clockwise until 
the yellow LED turns ON (Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Mx…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Mx…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 Vdc. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.

WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from 
defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any 
product found to be defective during the warranty period of 36 months 
from the manufacturing date. 
This warranty does not cover damage or liability deriving from the 
improper application of DATALOGIC AUTOMATION products. 
DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 

826001326 Rev.I © Copyright Datalogic 2007-2011 
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This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Mx SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Mx…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the N.O. (normally open) output 
status is closed. 
STABILITY LED (S50-Mx…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Mx…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Mx…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a ∅ 18 mm hole, using the two CH.24 nuts enclosed (22 Nm maximum 
tightening torque). 
Wide range of accessories available: various orientable fixing brackets 
ease the sensor positioning (please refer to the accessories listed in the 
general catalogue). 
The operating distance is measured from the front surface of the sensor 
lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 

In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TECHNICAL DATA 
S50-MA AXIAL VERSION S50-MR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: N.O. and N.C.; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1 kHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Dielectric strength: 500 Vac / 1 min. between electronic parts and housing 
Insulation resistance: >20 MΩ / 500 Vdc, between electronic parts and housing 
Operating distance (typical values): A00: 0.1…4 m on R2 

B01: 0.1…3.5 m on R2 
C01: 0…60 cm 
C10: 0…10 cm 
C21: 0…35 cm 

D00: 0.5…10 cm 
F01/G00: 0…25 m 

E01: 30 mm with OF-42 / 100 mm with OF-43 
T01: 0.1…1 m on R2 

B01: 0.1…2 m on R2 
C01: 0…35 cm 
C10: 0…8 cm 
D00: 0…8 cm 

F01/G00: 0…20 m 
T01: 0.1…1 m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) 
infrared (880 nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: Nickel-plated brass  
Lens material: PMMA 
Mechanical protection: IP67 Type 1 enclosure 
Connections: 2 m cable ∅ 4 mm / M12 - 4 pole connector 
Weight: 110 g. max. cable vers. / 60 g. max. connector vers.  

SETTING
Setting of S50-Mx…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Mx…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to detect very small 
targets. In order to improve alignment, repeat the procedure detailed 
above whilst progressively reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise 
until the yellow LED turns ON (pos.A). 
Turn slowly the trimmer again clockwise until the yellow 
LED turns OFF (Operating condition, pos.B).
Setting of S50-Mx…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Mx…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). Remove the target, 
the yellow LED turns OFF. Turn the sensitivity trimmer clockwise until 
the yellow LED turns ON (Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Mx…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Mx…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 Vdc. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.

WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from 
defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any 
product found to be defective during the warranty period of 36 months 
from the manufacturing date. 
This warranty does not cover damage or liability deriving from the 
improper application of DATALOGIC AUTOMATION products. 
DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 

826001326 Rev.I © Copyright Datalogic 2007-2011 
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This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Px SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Px…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the NO output status is closed. 
STABILITY LED (S50-Px…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Px…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Px…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a  18mm hole, using the specific washer and the two CH.24 nuts 
enclosed (1.5Nm maximum tightening torque). 
Alternatively, the sensor can be mounted through the two housing’s 
holes using two screws (M3x22 or longer) and washer. 
Amongst the various possible solutions, we suggest to choose the 
combination that offers the best visibility of the signalling LEDs and the 
easiest access to the trimmer. 
Wide range of accessories available: 22mm nuts, h=8mm, (2Nm 
maximum tightening torque) guarantee an improved torque and various 
orientable fixing brackets ease the sensor 
positioning (please refer to the accessories 
listed in the general catalogue). 
The operating distance is measured from the 
front surface of the sensor lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 
In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TECHNICAL DATA 
S50-PA AXIAL VERSION S50-PR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: NO and NC; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1KHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Insulating strength: 500 Vac 1 min., between electronics and housing 
Insulating resistance: >20 M 500 Vdc, between electronics and housing 
Operating distance (typical values): A00: 0.1…4m on R2 

B01: 0.1…3.5m on R2 
C01: 0…60cm 
C10: 0…10cm 
C21: 0…35cm 

D00: 0.5…10cm 
F01/G00: 0…25m 

E01: 30mm with OF-42 / 100mm with OF-43 
T01: 0.1…1m on R2 

B01: 0.1…2m on R2 
C01: 0…35cm 
C10: 0…8cm 
D00: 0…8cm 

F01/G00: 0…20m 
T01: 0.1…1m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) / 
infrared (880nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: PBT  
Lens material: PMMA 
Mechanical protection: IP67 
Connections: 2 m cable  4 mm / M12 - 4 pole connector 
Weight: 75 g. max. cable vers. / 25 g. max. connector vers.  

SETTING
Setting of S50-Px…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Px…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to 
detect very small targets. In order to improve alignment, 
repeat the procedure detailed above whilst progressively 
reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise until the yellow 
LED turns ON (pos.A). Turn slowly the trimmer again clockwise until the 
yellow LED turns OFF (Operating condition, pos.B).
Setting of S50-Px…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Px…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). 
Remove the target, the yellow LED turns OFF. 
Turn the sensitivity trimmer clockwise until the yellow LED turns ON 
(Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Px…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Px…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 VDC. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.
WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any product 
found to be defective during the warranty period of 36 months from the 
manufacturing date. 
This warranty does not cover damage or liability deriving from the improper 
application of DATALOGIC AUTOMATION products. 

DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 

826001246 Rev.I © Copyright Datalogic 2007-2010 
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This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Px SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Px…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the NO output status is closed. 
STABILITY LED (S50-Px…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Px…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Px…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a  18mm hole, using the specific washer and the two CH.24 nuts 
enclosed (1.5Nm maximum tightening torque). 
Alternatively, the sensor can be mounted through the two housing’s 
holes using two screws (M3x22 or longer) and washer. 
Amongst the various possible solutions, we suggest to choose the 
combination that offers the best visibility of the signalling LEDs and the 
easiest access to the trimmer. 
Wide range of accessories available: 22mm nuts, h=8mm, (2Nm 
maximum tightening torque) guarantee an improved torque and various 
orientable fixing brackets ease the sensor 
positioning (please refer to the accessories 
listed in the general catalogue). 
The operating distance is measured from the 
front surface of the sensor lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 
In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TECHNICAL DATA 
S50-PA AXIAL VERSION S50-PR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: NO and NC; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1KHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Insulating strength: 500 Vac 1 min., between electronics and housing 
Insulating resistance: >20 M 500 Vdc, between electronics and housing 
Operating distance (typical values): A00: 0.1…4m on R2 

B01: 0.1…3.5m on R2 
C01: 0…60cm 
C10: 0…10cm 
C21: 0…35cm 

D00: 0.5…10cm 
F01/G00: 0…25m 

E01: 30mm with OF-42 / 100mm with OF-43 
T01: 0.1…1m on R2 

B01: 0.1…2m on R2 
C01: 0…35cm 
C10: 0…8cm 
D00: 0…8cm 

F01/G00: 0…20m 
T01: 0.1…1m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) / 
infrared (880nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: PBT  
Lens material: PMMA 
Mechanical protection: IP67 
Connections: 2 m cable  4 mm / M12 - 4 pole connector 
Weight: 75 g. max. cable vers. / 25 g. max. connector vers.  

SETTING
Setting of S50-Px…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Px…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to 
detect very small targets. In order to improve alignment, 
repeat the procedure detailed above whilst progressively 
reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise until the yellow 
LED turns ON (pos.A). Turn slowly the trimmer again clockwise until the 
yellow LED turns OFF (Operating condition, pos.B).
Setting of S50-Px…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Px…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). 
Remove the target, the yellow LED turns OFF. 
Turn the sensitivity trimmer clockwise until the yellow LED turns ON 
(Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Px…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Px…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 VDC. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.
WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any product 
found to be defective during the warranty period of 36 months from the 
manufacturing date. 
This warranty does not cover damage or liability deriving from the improper 
application of DATALOGIC AUTOMATION products. 

DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 

826001246 Rev.I © Copyright Datalogic 2007-2010 
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АКСИАЛЬНАЯ ВЕРСИЯ РАДИАЛЬНАЯ ВЕРСИЯ

ВЕРСИЯ С ВОЛОКОННОЙ ОПТИКОЙ

АКСИАЛЬНАЯ ВЕРСИЯ РАДИАЛЬНАЯ ВЕРСИЯ

ВЕРСИЯ С ВОЛОКОННОЙ ОПТИКОЙ

Более подробная информация доступна в  соответствующем руководстве.

ТЕХНИЧЕСКИЕ ДАННЫЕ
ТЕХНИЧЕСКИЕ ХАРАКТЕРИСТИКИ

Электропитание 110 - 30 В постоянного тока (предельные значения)

Пульсация 2 Vpp макс.

Электропотребление  
(выходной ток исключен)

35 мА макс. (модели S5N...B01/C01/C21/E01/T01)

30 мА макс. (модели S5N...F01)

Световое излучение

красный светодиод 630 нм (модели S5N...E01, S5N-PA) 

красный светодиод 660 нм (модели S5N...B01/T01)

инфракрасный светодиод 880 нм (модели S5N...C01/C20/C21/G00)

Настройка триммер чувствительности (модели B01/C01/C21/E01/F01/T01)

Рабочий режим

режим СВЕТ на N.O. выходе / режим ТЕМНОТА на N.C. выходе (модели S5N...
C01/C21)

режим ТЕМНОТА на N.O. выходе / режим СВЕТ на N.C. выходе (модели S5N...
B01/E01/F01/T01)

Индикаторы
жёлтый светодиод выхода

зелёный светодиод стабилизации (модели  S5N...B01/C01/C21/E01/F01), 
светодиод питания (модели S5N...G00)

Выход PNP или NPN; NO; NC (модель S5N)

Выходной ток 100 мА макс.

Напряжение насыщения 2 В макс..

Время отклика
0,5 мс (модели S5N...B01/T01/C21/C01/E01)

2 мс (модели S5N...F01/G00)

Частота переключения
1 КГц (модели S5N...B01/T01/C21/C01/E01)

250 Гц (модели S5N...F01/G00)

Подключение 2 м кабель 4 мм, M12 4-полюсный коннектор

Диэлектрическая прочность 500 В Vac, 1 мин между электроникой и корпусом

Сопротивление изоляции >20 MΩ, 500 В Vdc между электроникой и корпусом

Электрозащита класс 2

Механическая защита IP67

Подавление рассеянного света в соответствии с EN 60947-5-2

Вибрации 0,5 мм амплитуда, 10 - 55 Гц частота, для всех аксиальных (EN60068-2-6)

Ударопрочность 11 мс (30 G) 6 ударов на каждую ось (EN60068-2-27)

Материал корпуса
пластиковая версия - ПБТ

металлическая версия - никелированная латунь

Материал линз PMMA

Рабочая температура от  -25 до +55°C

Температура хранения от -25 до +70°C

Вес
Пластиковая версия: 75 г макс. с кабелем , 25 г макс с коннектором

Металлическая версия: 110 г макс. с кабелем, 60 г макс. с коннектором.

РАЗМЕРЫ

МЕТАЛЛ

ПЛАСТИК



This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-PA/MA…M
Background suppression proximity 

S50-PA/MA…N
Foreground-background suppression 
proximity 

INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED 
The yellow LED ON indicates that the N.O. output status is closed. 

READY/ERROR LED (bicolour) 
When the bicoloured LED is continuously green, the sensor is operating 
in a normal condition and it is ready to function correctly (stability 
condition). 
The red and green blinking of the LED indicates a wrong sensor setting. 
Please refer to the “SETTING” paragraph to get the correct setting 
procedure. 

SET PUSHBUTTON 
A long pressure on the pushbutton activates the self-setting procedure. 

INSTALLATION
S50-PA…M/N: The sensor can be fixed by means of the M18x1 
threaded body through a ∅ 18 mm hole, using the specific washer and 
the two CH.24 nuts enclosed (1.5 Nm maximum tightening torque). 
Alternatively, the sensor can be mounted through the two housing’s 
holes using two screws (M3x22 or longer) and washer. 
Amongst the various possible solutions, we suggest to choose the 
combination that offers the best visibility of the signalling LEDs and the 
easiest access to the SET pushbutton. 
22 mm nuts, h=8 mm, (2 Nm maximum tightening torque) are available 
to guarantee an improved torque. 

S50-MA…M/N: The sensor can be fixed by means of the M18x1 
threaded body through a ∅ 18 mm hole, using the specific washer and 
the two CH.24 nuts enclosed (22 Nm maximum tightening torque). 

For both plastic version and metallic 
version are available various orientable 
fixing brackets to ease the sensor 
positioning (please refer to the 
accessories listed in the general 
catalogue). 
The operating distance is measured from 
the front surface of the sensor lens. 
To improve the detection, the object has 
to be moved closer or further away from 
the front surface of the sensor lens. 
In case of lateral translation, the object 
must move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TECHNICAL DATA 
S50-PA PLASTIC VERSIONS S50-MA METALLIC VERSIONS

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 30 mA max. 

Outputs: N.A. and N.C.; PNP or NPN (short-circuit protection) 
Output current: 100 mA max. 
Output saturation voltage: 2 V max. 
Response time: 1 ms mod.M / 2 ms mod.N 
Switching frequency: 500 Hz mod.M / 250 Hz mod.N 
Indicators: OUTPUT LED (YELLOW) / READY/ERROR LED (GREEN/RED) 
Setting: SET pushbutton 
Operating mode: LIGHT mode on N.O. output / DARK mode on N.C. output 
Data retention: non volatile EEPROM memory 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Insulating strength: 500 Vac 1 min., between electronics and housing 
Insulating resistance: >20 MΩ 500 Vdc, between electronics and housing 
Operating distance (typical 
values): 

background suppression 50…100 mm (mod.M)  
foreground suppression 40…100 mm and background suppression 45…110mm mod.N) 

Emission type: RED (630 nm) 
Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: PBT  Nickel plated brass  
Lens material: PMMA 
Mechanical protection: IP67 Metal versions type 1 enclosure 
Connections: 2 m cable ∅ 4 mm / M12 - 4 pole connector 
Weight: 75 g. max. cable vers./25 g. max. connector vers. 110 g. max. cable vers./60 g. max. connector vers. 

SETTING
EASY TOUCH™
The sensor uses the patent-covered EASY TOUCH™ technology that 
allows a rapid and safe self-setting of the product. 
Two different setting possibilities are available: 
- EASY TOUCH™; a long pressure of the SET pushbutton allows self-

setting. 
- FINE DETECTION; to be used only in particularly critical conditions; 

this setting procedure is used only when the EASY TOUCH™ is not 
sufficient. 

Setting of S50-PA/MA…M 
To achieve a correct sensor setting, the background or the object to be 
suppressied has to be present during self-setting. 

- EASY TOUCH™ (standard detection)
Place the background or the object to be suppressed inside the 
operating range. 
Press the SET pushbutton until the READY/ERROR LED turns OFF. 
Release the SET pushbutton and wait for the READY/ERROR LED to 
turn green. 
The sensor is now ready to detect all objects in the set range 
distinguishing them from the suppressed background (output LED 
turns ON). 

- Fine detection 
Place the background or the object to be suppressed inside the 
operating range. 
Press the SET pushbutton. The READY/ERROR LED turns OFF. 
Keep the SET pushbutton pressed until the READY/ERROR LED 
blinks green. 
The sensor performs a fine adjustment and is ready to detect objects 
also very near the suppressed background (output LED turns ON). 

Setting of S50-PA/MA…N 
To achieve a correct sensor setting, the object to be detected has to be 
used during self-setting. 
- EASY TOUCH™ (standard detection)

Place the object to be detected in front of the sensor inside the 
operating range. 
Press the SET pushbutton until the READY/ERROR LED turns OFF. 
Release the SET pushbutton and wait for the READY/ERROR LED to 
turn green. 
The sensor is ready to detect the object (output LED turns ON) 
excluding the background and foreground range (and thus any object 
closer to the sensor respect to the reading field). 

- Fine detection
Place the object to be detected inside the operating range. 
Press the SET pushbutton. The READY/ERROR LED turns OFF. 
Keep the SET pushbutton pressed until the READY/ERROR LED 
blinks green. 
The sensor performs a fine adjustment and is ready to detect with 
better precision objects (output LED turns ON) at the pre-set operating 
distance, suppressing the background and foreground, even if the 
latter is very close to the sensing range. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.

WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from 
defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any 
product found to be defective during the warranty period of 36 months 
from the manufacturing date. 
This warranty does not cover damage or liability deriving from the 
improper application of DATALOGIC AUTOMATION products. 
DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic 
S.p.A. in many countries, including the U.S.A. and the E.U. 

826001015 Rev.H © Copyright Datalogic 2008-2011 

КОННЕКТОР М12

This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Mx SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Mx…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the N.O. (normally open) output 
status is closed. 
STABILITY LED (S50-Mx…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Mx…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Mx…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a ∅ 18 mm hole, using the two CH.24 nuts enclosed (22 Nm maximum 
tightening torque). 
Wide range of accessories available: various orientable fixing brackets 
ease the sensor positioning (please refer to the accessories listed in the 
general catalogue). 
The operating distance is measured from the front surface of the sensor 
lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 

In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TRIMMER

TECHNICAL DATA 
S50-MA AXIAL VERSION S50-MR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: N.O. and N.C.; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1 kHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Dielectric strength: 500 Vac / 1 min. between electronic parts and housing 
Insulation resistance: >20 MΩ / 500 Vdc, between electronic parts and housing 
Operating distance (typical values): A00: 0.1…4 m on R2 

B01: 0.1…3.5 m on R2 
C01: 0…60 cm 
C10: 0…10 cm 
C21: 0…35 cm 

D00: 0.5…10 cm 
F01/G00: 0…25 m 

E01: 30 mm with OF-42 / 100 mm with OF-43 
T01: 0.1…1 m on R2 

B01: 0.1…2 m on R2 
C01: 0…35 cm 
C10: 0…8 cm 
D00: 0…8 cm 

F01/G00: 0…20 m 
T01: 0.1…1 m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) 
infrared (880 nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: Nickel-plated brass  
Lens material: PMMA 
Mechanical protection: IP67 Type 1 enclosure 
Connections: 2 m cable ∅ 4 mm / M12 - 4 pole connector 
Weight: 110 g. max. cable vers. / 60 g. max. connector vers.  

SETTING
Setting of S50-Mx…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Mx…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to detect very small 
targets. In order to improve alignment, repeat the procedure detailed 
above whilst progressively reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise 
until the yellow LED turns ON (pos.A). 
Turn slowly the trimmer again clockwise until the yellow 
LED turns OFF (Operating condition, pos.B).
Setting of S50-Mx…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Mx…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). Remove the target, 
the yellow LED turns OFF. Turn the sensitivity trimmer clockwise until 
the yellow LED turns ON (Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Mx…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Mx…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 Vdc. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.

WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from 
defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any 
product found to be defective during the warranty period of 36 months 
from the manufacturing date. 
This warranty does not cover damage or liability deriving from the 
improper application of DATALOGIC AUTOMATION products. 
DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 

826001326 Rev.I © Copyright Datalogic 2007-2011 
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THROUGH BEAM EMITTER

This product is covered by one or more of the following patents. 
European Patent 851,211 B1; 1,111,690 B1; 1,148,346 B1; 1,209,487 B1. 

Italian Patent IT 1,321,772. 

S50-Mx SERIES 
INSTRUCTION MANUAL 

CONTROLS
OUTPUT LED (S50-Mx…A00/B01/C01/C10/C21/E01/F01/T01) 
The yellow LED ON indicates that the N.O. (normally open) output 
status is closed. 
STABILITY LED (S50-Mx…B01/C01/C21/E01/F01) 
The green LED ON indicates that the received signal has a reserve 
greater than 30% compared to the output switching value. 
POWER ON LED (S50-Mx…G00) 
The green LED indicates that the sensor is operating. 
TRIMMER (S50-Mx…B01/C01/C21/E01/F01/T01) 
The trimmer can be used to adjust sensitivity; the operating distance 
increases turning the trimmer clockwise. 

WARNING: The trimmer rotation is limited to 270° by a mechanical stop. 
Do not apply excessive torque when adjusting (max 40 Nmm). 

INSTALLATION
The sensor can be fixed by means of the M18x1 threaded body through 
a ∅ 18 mm hole, using the two CH.24 nuts enclosed (22 Nm maximum 
tightening torque). 
Wide range of accessories available: various orientable fixing brackets 
ease the sensor positioning (please refer to the accessories listed in the 
general catalogue). 
The operating distance is measured from the front surface of the sensor 
lens. 
C/D models: To improve the detection, the 
object has to be moved closer or further away 
from the front surface of the sensor lens. 

In case of lateral translation, the object must 
move as indicated in the figure. 

CONNECTIONS
The connections are compliant to the EN 60947-5-2 standard. 
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TRIMMER

TECHNICAL DATA 
S50-MA AXIAL VERSION S50-MR RADIAL VERSION

Power supply: 10 … 30 Vdc (limit values) 
Ripple: 2 Vpp max. 
Current consumption  
(output current excluded): 35 mA max. 

Outputs: N.O. and N.C.; PNP or NPN (short-circuit protection) 
Output current: 100 mA max.  
Output saturation voltage: 2 V max. 
Response time: 0.5 ms (2 ms mod.F01/G00) 
Switching frequency: 1 kHz (250 Hz mod.F01/G00) 
Indicators: OUTPUT LED (YELLOW) excluding mod.G00 

STABILITY LED (GREEN) (mod.B01/C01/C21/E01/F01) 
POWER ON LED (GREEN) (mod.G00) 

Setting: sensitivity trimmer (mod.B01/C01/C21/E01/F01/T01) 
Operating temperature: -25 … 55 °C 
Storage temperature: -25 … 70 °C 
Dielectric strength: 500 Vac / 1 min. between electronic parts and housing 
Insulation resistance: >20 MΩ / 500 Vdc, between electronic parts and housing 
Operating distance (typical values): A00: 0.1…4 m on R2 

B01: 0.1…3.5 m on R2 
C01: 0…60 cm 
C10: 0…10 cm 
C21: 0…35 cm 

D00: 0.5…10 cm 
F01/G00: 0…25 m 

E01: 30 mm with OF-42 / 100 mm with OF-43 
T01: 0.1…1 m on R2 

B01: 0.1…2 m on R2 
C01: 0…35 cm 
C10: 0…8 cm 
D00: 0…8 cm 

F01/G00: 0…20 m 
T01: 0.1…1 m on R2 

Emission type: red (630 nm) (mod.D00/E01) / red (660 nm) (mod.B01/T01) 
infrared (880 nm) (mod.A00/C01/C10/C21/G00) 

Ambient light rejection: according to EN 60947-5-2 
Vibrations: 0.5 mm amplitude, 10 … 55 Hz frequency, for every axis (EN60068-2-6) 
Shock resistance: 11 ms (30 G) 6 shock for every axis (EN60068-2-27) 
Housing material: Nickel-plated brass  
Lens material: PMMA 
Mechanical protection: IP67 Type 1 enclosure 
Connections: 2 m cable ∅ 4 mm / M12 - 4 pole connector 
Weight: 110 g. max. cable vers. / 60 g. max. connector vers.  

SETTING
Setting of S50-Mx…A00 
Position the sensor and reflector on opposite sides. 
Find the points where the yellow LED (OUT) is switched ON and OFF in 
both vertical and horizontal positions, and fix the sensor in the centre 
between these points. 
Setting of S50-Mx…B01/T01 
Position the sensor and reflector on opposite sides. 
Turn the sensitivity trimmer to the maximum position. 
Moving the sensor both vertically and horizontally, determine the power 
on and off points of the yellow LED (OUT) and then mount the sensor in 
the middle of the points defined. Optimum operation is obtained when 
the green LED (mod.B01) is ON and the yellow LED is OFF. 
B01 models: If necessary reduce sensitivity in order to detect very small 
targets. In order to improve alignment, repeat the procedure detailed 
above whilst progressively reducing the sensitivity. 
T01 model: Turn the sensitivity trimmer counterclockwise 
until the yellow LED turns ON (pos.A). 
Turn slowly the trimmer again clockwise until the yellow 
LED turns OFF (Operating condition, pos.B).
Setting of S50-Mx…F01/G00/E01 with OF-43 (P/R fibre-optics) 
Position the sensors (fibre terminals) on opposite sides. 
Turn the sensitivity trimmer to maximum: moving the sensor both 
vertically and horizontally, determine the power on and off points of the 
yellow LED (OUT) and then mount the sensor in the middle of the points 
defined. Optimum operation is obtained when the green LED is ON and 
the yellow LED is OFF (the output function and the relative LEDs are 
inverted in the E01 model with the OF-43 fibre). 
If necessary, reduce sensitivity using the trimmer, in order to detect very 
small targets. In order to improve alignment, repeat the procedure 
detailed above whilst progressively reducing the sensitivity. 
Setting of S50-Mx…C01/C21/E01 with OF-42 (proximity fibre) 
Turn the sensitivity trimmer to minimum: the green LED is ON, the 
yellow LED is OFF. Position the target to detect in front of the sensor or 
of the fibre terminals. Turn the sensitivity trimmer clockwise until the 
yellow LED turns ON (Target detected state, pos.A). Remove the target, 
the yellow LED turns OFF. Turn the sensitivity trimmer clockwise until 
the yellow LED turns ON (Background detected state, pos.B).
The trimmer reaches maximum if the background is not detected. 
Turn the trimmer to the intermediate position C, between the two 
positions A and B. The green LED must be ON. 
Setting of S50-Mx…C10/D00 
The operating distance range of these sensors is factory preset: please 
consider this feature when positioning. 

TEST FUNCTION (S50-Mx…G00) 
The TEST+ and TEST- inputs can be used to inhibit the emitter and 
verify that the system is correctly operating. 
The receiver output should switch when the test is activated while the 
beam is uninterrupted. 
The inputs activating voltage range is 10 … 30 Vdc. 

DECLARATION OF CONFORMITY 
We DATALOGIC AUTOMATION declare under our sole responsibility 
that these products are conform to the 2004/108/CE and successive 
amendments.

WARRANTY
DATALOGIC AUTOMATION warrants its products to be free from 
defects. 
DATALOGIC AUTOMATION will repair or replace, free of charge, any 
product found to be defective during the warranty period of 36 months 
from the manufacturing date. 
This warranty does not cover damage or liability deriving from the 
improper application of DATALOGIC AUTOMATION products. 
DATALOGIC AUTOMATION 
Via Lavino 265 - 40050 Monte S.Pietro - Bologna – Italy 
Tel: +39 051 6765611 - Fax: +39 051 6759324 
www.automation.datalogic.com  e-mail:info.automation.it@datalogic.com

DATALOGIC AUTOMATION cares for the environment: 100% recycled paper. 
DATALOGIC AUTOMATION reserves the right to make modifications and 
improvements without prior notification.

Datalogic and the Datalogic logo are registered  trademarks of Datalogic S.p.A. 
in many countries, including the U.S.A. and the E.U. 
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ВЫХОД индикатор состояния жёлтый 
Индикатор СТАБИЛЬНОСТЬ зелёный 
(только ресивер) 
Индикатор ПИТАНИЕ включено 
зелёный (только эмиттер)

Настройка триммера (ресивер)
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ТЕСТ -

O В

БЕЛЫЙБЕЛЫЙ

ЧЁРНЫЙЧЁРНЫЙ

СИНИЙСИНИЙ

ЧЕРЕЗ ИЗЛУЧИТЕЛЬ

O В

ВЫХОД N.O.

ВЫХОД N.C.

10 - 30 В постоянного тока

• АААААА 

АКСИАЛ 

АКСИАЛ 

АКСИАЛ 
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радиал на R5

радиал на R2

РАДИАЛ 

АКСИАЛ 

АКСИАЛ 

АКСИАЛ 

РАДИАЛ 

РАДИАЛ 

аксиал на R2
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аксиал на R5

КАБЕЛЬ

ИНДИКАЦИЯ И НАСТРОЙКИ

A

B

Однооборотный триммер для регулировки чувствительности.  
Поверните по часовой стрелке, чтобы увеличить рабочее расстояние.

A
B

A

B

S5N-XX...B01/C01/C21/E01/F01/T01

ПОДСОЕДИНЕНИЕ

PЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

РЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

РЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ 
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

ДЛЯ ПОЛУЧЕНИЯ БОЛЕЕ ДЛИННЫХ 
РАССТОЯНИЙ МОГУТ ИСПОЛЬЗОВАТЬСЯ 
ВЫСОКОЭФФЕКТИВНЫЕ ОТРАЖАТЕЛИ.
СМ. РЕФЛЕКТОРЫ.

G/F ИНФРАКРАСНАЯ ЭМИССИЯ

B КРАСНАЯ ЭМИССИЯ

РЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

ДЛЯ ПОЛУЧЕНИЯ БОЛЕЕ ДЛИННЫХ 
РАССТОЯНИЙ МОГУТ ИСПОЛЬЗОВАТЬСЯ 
ВЫСОКОЭФФЕКТИВНЫЕ ОТРАЖАТЕЛИ. 
СМ. РЕФЛЕКТОРЫ.

T КРАСНАЯ ЭМИССИЯ

S5N ДИАГРАММЫ ОБНАРУЖЕНИЯ

ИЗБЫТОЧНОЕ УСИЛЕНИЕ ЗОНА ОБНАРУЖЕНИЯ

ИЗБЫТОЧНОЕ УСИЛЕНИЕ ЗОНА ОБНАРУЖЕНИЯ 

ЗОНА ОБНАРУЖЕНИЯ 

ИЗБЫТОЧНОЕ УСИЛЕНИЕ - РАДИАЛ ЗОНА ОБНАРУЖЕНИЯ - РАДИАЛ

ИЗБЫТОЧНОЕ УСИЛЕНИЯ ЗОНА ОБНАРУЖЕНИЯ



ИЗБЫТОЧНОЕ УСИЛЕНИЕ ЗОНА ОБНАРУЖЕНИЯ

СЕРЫЙ18 18%
   СЕРЫЙ 18% 

БЕЛЫЙ  90%

 БЕЛЫЙ 90% 

РЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ 
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

ИЗБЫТОЧНОЕ УСИЛЕНИЕ – АКСИАЛ       ЗОНА ОБНАРУЖЕНИЯ – АКСИАЛ       

ИЗБЫТОЧНОЕ УСИЛЕНИЕ – РАДИАЛ      ЗОНА ОБНАРУЖЕНИЯ - РАДИАЛ

   СЕРЫЙ 18%    СЕРЫЙ 18% 

   СЕРЫЙ 18%

БЕЛЫЙ  90%

БЕЛЫЙ  90%

БЕЛЫЙ  90%
   СЕРЫЙ 18% 

БЕЛЫЙ  90%

РЕКОМЕНДУЕМОЕ РАБОЧЕЕ РАССТОЯНИЕ 
МАКСИМАЛЬНОЕ РАБОЧЕЕ РАССТОЯНИЕ

C MID ИНФРАКРАССНАЯ ЭМИССИЯ

C LONG ИНФРАКРАССНАЯ ЭМИССИЯ

РАБОЧЕЕ РАССТОЯНИЕ СО СТАНДАРТНЫМ 
ВОЛОКНОМ

* СТАНДАРТНАЯ ВОЛОКОННАЯ ОПТИКА

ИЗБЫТОЧНОЕ УСИЛЕНИЕ - ПРИБЛИЖЕНИЕ* ЗОНА ОБНАРУЖЕНИЯ - ПРИБЛИЖЕНИЕ*

ИЗБЫТОЧНОЕ УСИЛЕНИЕ – СКВОЗНОЙ ЛУЧ * ЗОНА ОБНАРУЖЕНИЯ – СКВОЗНОЙ ЛУЧ*

СЕРЫЙ 18%
СЕРЫЙ 18%

БЕЛЫЙ 90%

БЕЛЫЙ 90%

СТАНДАРТНАЯ ВОЛОКОННАЯ ОПТИКА:
OF-42-ST-20 БЛИЗОСТЬ
OF-43-ST-20 СКВОЗНОЙ ЛУЧ

ВЫСОКОЭФФЕКТИВНЫЕ ОПТОВОЛОКОННЫЕ 
ИЛИ ДОПОЛНИТЕЛЬНЫЕ ЛИНЗЫ МОГУТ 
ИСПОЛЬЗОВАТЬСЯ ДЛЯ ПОЛУЧЕНИЯ 
БОЛЬШИХ РАБОЧИХ РАССТОЯНИЙ.

E КРАСНАЯ ЭМИССИЯ

S5N ИНДИКАЦИЯ И НАСТРОЙКИ
S5N ПЛАСТИКОВЫЕ МОДЕЛИ

ОПТИЧЕСКИЕ 
ФУНКЦИИ ЭМИССИЯ ПОДКЛЮЧЕНИЕ ВЫХОД МОДЕЛЬ КОД ДЛЯ 

ЗАКАЗА

Поляризованный 
рефлекторный

LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-B01-NN 952001611
PNP S5N-PA-2-B01-PP 952001011

M12 коннектор
NPN S5N-PA-5-B01-NN 952001501
PNP S5N-PA-5-B01-PP 952001021

LED, радиальная 
оптика

2 м кабель
NPN S5N-PR-2-B01-NN 952001781
PNP S5N-PR-2-B01-PP 952001031

M12 коннектор
NPN S5N-PR-5-B01-NN 952001721
PNP S5N-PR-5-B01-PP 952001041

Длинное 
диффузионное 
приближение

LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-C01-NN 952001621
PNP S5N-PA-2-C01-PP 952001051

M12 коннектор
NPN S5N-PA-5-  C01-NN 952001511
PNP S5N-PA-5-C01-PP 952001061

LED, радиальная 
оптика

2 м кабель
NPN S5N-PR-2-C01-NN 952001791
PNP S5N-PR-2-C01-PP 952001071

M12 коннектор
NPN S5N-PR-5-C01-NN 952001731
PNP S5N-PR-5-C01-PP 952001081

Среднее 
диффузионное 
приближение

LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-C21-NN 952002171
PNP S5N-PA-2-C21-PP 952002161

M12 коннектор
NPN S5N-PA-5-C21-NN 952002191
PNP S5N-PA-5-C21-PP 952002181

Волоконная оптика LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-E01-NN 952001651
PNP S5N-PA-2-E01-PP 952001131

M12 коннектор
NPN S5N-PA-5-E01-NN 952001541
PNP S5N-PA-5-E01-PP 952001141

Ресивер сквозного 
луча

LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-F01-NN 952001661
PNP S5N-PA-2-F01-PP 952001151

M12 коннектор
NPN S5N-PA-5-F01-NN 952001551
PNP S5N-PA-5-F01-PP 952001161

LED, радиальная 
оптика

2 м кабель
NPN S5N-PR-2-F01-NN 952001821
PNP S5N-PR-2-F01-PP 952001171

M12 коннектор
NPN S5N-PR-5-F01-NN 952001761
PNP S5N-PR-5-F01-PP 952001181

Эмиттер сквозного 
луча

LED, аксиальная 
оптика

2 м кабель - S5N-PA-2-G00-XG 952001191
M12 коннектор - S5N-PA-5-G00-XG 952001201

LED, радиальная 
оптика

2 м кабель - S5N-PR-2-G00-XG 952001211
M12 коннектор - S5N-PR-5-G00-XG 952001221

Рефлекторный 
для прозрачных 
объектов

LED, аксиальная 
оптика

2 м кабель
NPN S5N-PA-2-T01-NN 952001691
PNP S5N-PA-2-T01-PP 952001261

M12 коннектор
NPN S5N-PA-5-T01-NN 952001581
PNP S5N-PA-5-T01-PP 952001271

LED, радиальная 
оптика

2 м кабель
NPN S5N-PR-2-T01-NN 952001831
PNP S5N-PR-2-T01-PP 952001281

M12 коннектор
NPN S5N-PR-5-T01-NN 952001771
PNP S5N-PR-5-T01-PP 952001291

ВЫБОР МОДЕЛИ И ИНФОРМАЦИЯ ДЛЯ ЗАКАЗА

РАДИАЛ 

АКСИАЛ 

близость

Сквозной луч



ВЫБОР МОДЕЛИ И ИНФОРМАЦИЯ ДЛЯ ЗАКАЗА
S5N МЕТАЛЛИЧЕСКИЕ МОДЕЛИ

ОПТИЧЕСКИЕ ФУНКЦИИ ЭМИССИЯ ПОДКЛЮЧЕНИЕ ВЫХОД МОДЕЛЬ КОД ДЛЯ ЗАКАЗА

Поляризованный 
рефлекторный

LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-B01-NN 952021501
PNP S5N-MA-2-B01-PP 952021001

M12 коннектор
NPN S5N-MA-5-B01-NN 952021661
PNP S5N-MA-5-B01-PP 952021201

LED, радиальная 
оптика

2 м кабель
NPN S5N-MR-2-B01-NN 952021601
PNP S5N-MR-2-B01-PP 952021141

M12 коннектор
NPN S5N-MR-5-B01-NN 952021761
PNP S5N-MR-5-B01-PP 952021341

Длинное диффузионное 
приближение

LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-C01-NN 952021511
PNP S5N-MA-2-C01-PP 952021011

M12 коннектор
NPN S5N-MA-5-C01-NN 952021671
PNP S5N-MA-5-C01-PP 952021211

LED, радиальная 
оптика

2 м кабель
NPN S5N-MR-2-C01-NN 952021611
PNP S5N-MR-2-C01-PP 952021151

M12 коннектор
NPN S5N-MR-5-C01-NN 952021771
PNP S5N-MR-5-C01-PP 952021351

Среднее диффузионное 
приближение

LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-C21-NN 952022131
PNP S5N-MA-2-C21-PP 952022121

M12 коннектор
NPN S5N-MA-5-C21-NN 952022151
PNP S5N-MA-5-C21-PP 952022141

Волоконная оптика LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-E01-NN 952021881
PNP S5N-MA-2-E01-PP 952021041

M12 коннектор
NPN S5N-MA-5-E01-NN 952021891
PNP S5N-MA-5-E01-PP 952021241

Ресивер сквозного луча

LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-F01-NN 952021541
PNP S5N-MA-2-F01-PP 952021051

M12 коннектор
NPN S5N-MA-5-F01-NN 952021701
PNP S5N-MA-5-F01-PP 952021251

LED, радиальная 
оптика

2 м кабель
NPN S5N-MR-2-F01-NN 952021641
PNP S5N-MR-2-F01-PP 952021171

M12 коннектор
NPN S5N-MR-5-F01-NN 952021801
PNP S5N-MR-5-F01-PP 952021371

Эмиттер сквозного луча
LED, аксиальная 

оптика
2 м кабель - S5N-MA-2-G00-XG 952021061

M12 коннектор - S5N-MA-5-G00-XG 952021261

LED, радиальная 
оптика

2 м кабель - S5N-MR-2-G00-XG 952021181
M12 коннектор - S5N-MR-5-G00-XG 952021381

Рефлекторный для 
прозрачных объектов

LED, аксиальная 
оптика

2 м кабель
NPN S5N-MA-2-T01-NN 952021571
PNP S5N-MA-2-T01-PP 952021091

M12 коннектор
NPN S5N-MA-5-T01-NN 952021731
PNP S5N-MA-5-T01-PP 952021291

LED, радиальная 
оптика

2 м кабель
NPN S5N-MR-2-T01-NN 952021651
PNP S5N-MR-2-T01-PP 952021191

M12 коннектор
NPN S5N-MR-5-T01-NN 952021811
PNP S5N-MR-5-T01-PP 952021391

МОДЕЛЬ ОПИСАНИЕ Код для заказа

ST-5010 M18/14 монтажный кронштейн 95ACC5230

ST-5011 M18 короткий монтажный кронштейн 95ACC5240

ST-5012 M18 длинный монтажный кронштейн 95ACC5250

ST-5017 M18 монтажный кронштейн 95ACC5270

S50 EASY -IN M18/14 EASY in™ регулируемая опора 95ACC 5300

JOINT -18 M18 – опора на шарнирах 95ACC 5220

MICRO -18 Опора для трубчатых сенсоров M18 с 
микрометрической регулировкой 95ACC 1380

ST1218 M12/M18 монтажные кронштейны 95ACC3340

ST1830 M18/M30 монтажные кронштейны 95ACC3350

SP-40 Трубчатый монтажный кронштейн 95ACC1370

SWING-18 Опора для трубчатых датчиков M18 с 
регулировкой 895000006

PLASTIC NUT Крепежная гайка 95ACC2630

MEK -PROOF Фронтальная защита (только для 
металлических моделей) G5000001

ТИП ОПИСАНИЕ ДЛИНА МОДЕЛЬ Код для заказа

Аксиальный 
коннектор M12

4-полюсный, серый, 
P.V.C.

3 м CS-A1-02-G-03 95A251380

5 м CS-A1-02-G-05 95A251270

7 м CS-A1-02-G-07 95A251280

10 м CS-A1-02-G-10 95A251390

4-полюсный, P.U.R.
2 м CS-A1-02-R-02 95A251540

5 м CS-A1-02-R-05 95A251560

Радиальный 
коннектор M12 

4-полюсный, серый, 
P.V.C.

3 м CS-A2-02-G-03 95A251360

5 м CS-A2-02-G-05 95A251240

7 м CS-A2-02-G-07 95A251245

10 м CS-A2-02-G-10 95A251260

4-полюсный, P.U.R.
2 м CS-A2-02-R-02 95A251550

5 м CS-A2-02-R-05 95A251570

Радиальный 
коннектор  M12 со 
светодиодом (для 
PNP N.O. датчиков)

4-полюсный, серый, 
P.V.C.

3 м CS-A2-12-G-03 95A251400

5 м CS-A2-12-G-05 95A251350

10 м CS-A2-12-G-10 95A251370

Аксиальный 
коннектор M12

4-полюсный, 
экранированный, 

чёрный, P.V.C.

3 м CV-A1-22-B-03 95ACC1480

5 м CV-A1-22-B-05 95ACC1490

10 м CV-A1-22-B-10 95ACC1500

15 м CV-A1-22-B-15 95ACC2070

25 м CV-A1-22-B-25 95ACC2090

Радиальный 
коннектор M12

3 м CV-A2-22-B-03 95ACC1540

5 м CV-A2-22-B-05 95ACC1550

10 м CV-A2-22-B-10 95ACC1560

Аксиальный 
коннектор M12

4-полюсный, U.L., 
чёрный, P.V.C.

3 м CS-A1-02-U-03 95ASE1120

5 м CS-A1-02-U-05 95ASE1130

10 м CS-A1-02-U-10 95ASE1140

15 м CS-A1-02-U-15 95ASE1150

25 м CS-A1-02-U-25 95ASE1160

4-полюсный, 
чёрный

коннектор – не кабель CS-A1-02-B-NC G5085002

Радиальный 
коннектор коннектор – не кабель CS-A2-02-B-NC G5085003

АКСЕССУАРЫ

КАБЕЛИ
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   DIMeNSION ACCeSSORIeS
s50 easyin™

JoInt-18
MICRO-18

SP-40

SWING-18

MeK PROOF

ST-5017

ST-5010

SWING-18 PLASTIC NUT

ST-5011 ST-5012

SP-40 JOINT 18 MICRO 18
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